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DEPARTMEI T OF (GAS SYSTEM DESIGN .
STRENGTI TEST PRESSURE REPORT
(Per Genera: Order 112, Paragraph 209)

o Date Auzv:t 29, 1962

Job No. G 12,8721

1. Project Description: Construei won 20-inch s s trensmission main - Katileman to Morro
Day
(Saesion 3 - Pipeline station 565+ ) to 630+.6)
- Wall Pipe
2. Pipeline Data: Size Thickness Specifications
(a) Mainline / 201 " 5,738! of 0.250" X=52
201 7281 _of 0,281 X=52
(b) Design Operating Pressure, mas umum onn psig
psig
(¢) Stress at Max. D.0.P. 36,000 psi; as % of yleld 69
’ nouon ]
(d) Location class 2 Type construction A (B under road crossings)
{ 1] ]
(e) Test Pressure 1,300 nma-riu, rsa1g; £luad vater
1,070 ninimx neig-
(f) Stress at Test Pressure 52,000 MAX, ___ .s1; as % of yield 100
92 000_@!3_____ psiy Mo oow n 83

(g) Period of Test (See Instructic 3) _!2 hours 25 minutes.  Pressure stahle at 1,263.5
psi from ):30 M to 2:30 PH 7/16/62

3+ Test Data

(a) Date and time started test W WSs, 6240 Pl , fluid used ater

(b) Date and time reached test pre sure” 7/1,/65. 7:/5 P at 1.300 » .5

(¢) Date and time concluded testry, 1569 iz~ o » actual test prescure (1,263.5 .
(d) Date and time Purging started g g g5 _&s s concluded _g8.8-62 7:35 PM -7
(e) Date and tame Pipeline tied in g SysTem 85?8/6’2, 8:00 PM

(£) Date and time Pipeline placed n Cperation (8/23/62, 9:00 PN,

(2) Name of PG&E Supervisor conduc “ng test P, B, Tonz’

(h) Who made test? River Construction Corporation

General Construction Department _ P, E, .one and J. V. Paxton

Division - pipe Line Operations -
Contractor’ (Indicate Name) - River 'onstruction Corporation

Instructions: 1, Strength test is recuired for all mains to operate at hoop stress
of 20% or more of tl= specified minimum yiela strength. .

2. Test procedures are to conform to the requirements of paragraphs

841.3 and 8L1.4 (Se: crion 209) of C.P.U.C. General Order No, 112.

3. The test period sha.l bs suitable for the section of main to be
tested; but in no ir stance shall it be less than 1 hour after
stabilizing of pres: ire.

4. Retain one copy of ¢smpleted report in job file. Send one copy to
Division Operating I .pactment and two to Department of Gas System |
Design. \ M;\? Ty -1 /\/\/\(ifl/;. Py el TIF -i-/,‘!)
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