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C\S OPERATIONS SHE T 1 of 2
DEPARTMEL * OF GAS SYSTEM DESIGN 7
STRENGTH TEST PRESSURE REPORT
(Per General Order 112, Paragraph 209)

Date Augr'st 29, 1962

Job No. Gii 128721
l. Project Description: Construct 20-inch ecs transmission mein — Keth'sman to lorre Bay

(Scction 2~ Pipcline station 159+2 . to 555+30)

. : Wall Pipe
2. 7Pipeline Data: A Size Thaickness Specifications
(a) Mainline 201" 39,981 of 0.250" APT Z-52
201 67L of 0,281" APT X-52
(b) Design Operataing Pressure, max mum 900 psig
psig
(c) Stress at Max. D.0.P. 36,000 psi; as % of yield 69
1 1 1] n
(d) Location class 1 Type construction A (B wnder road crossings)
1 fn
(e) Test Pressure 1.30) maxirar psig; fluid water
1,070 mini-nr  usig;
(f) Stress at Test Pressure 52|000_MAK-___ psi; as % of yield 100
43,000 MIN_._ psiy " on o om u 83

(g) Period of Test (See Instructio, 3) _35 hours 15 minvtes repressurec , sce sheet #2

3. Test Data

(a) Date and time started test 7/ s5/62. 12:15 811, fluad used e ST

(b) Date and time reached test pre: sure 7/15/6°.°12:20 L1 ot 1.170.5 w5

(¢) Date and time concluded test 7 i4/42 11:33 i/il) , actual test pressure  1.13.. nsi
(d) Date and time Purging started 8.3.62 6:50aM _, concluded 8862 7:35 PM_ :

(e) Date and time Pipeline taed in:s System _g/24/62. 2:00 Pl

(£) Date and time Pipeline placed :a Overation 2/53/62. 9:00 P
(g) Name of PG&E Supervisor conductiing test P, E, Jong
(h)

Who made test? River Construction Corpor.ation
General Construction Department P. E. Loog and J. W. Pexton
Daivision - Pineline Overations =
Contractor (Indicate Name) - River Conswruction Gorporation

Instructions: 1, Strength test is regiired for all mains to operate at hoop stress
of 20% or more of th: specified minimum yield strength. .

2. Test procedures are ;o conform to the requirements of paragraphs
841.3 anc 8Ll.L (Sec:ion 209) of C.P.U.C. General Order Mo, 112.

3. The test period shal:. be suitable for the section of main to be
tested; but in no initance shall it be less than 1 hour after
stabilizing of pressire.

L. Retain one copy of c mpleted report in Job file. Send one copy to
Division Operating D partment and two to Department of Gas System
Deslgn. “\"‘,.3 | Py 1 << q )] i‘;l ‘ \k AC * ™}y 9 f :
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