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GAS OPERATIOCNS

Gas System Design Department

Strength Test Pressure Report . .
(Per General Order 112-A Paragraph 209)
4277-4296 (Standard Practice No. 410.13}

Date m,.w

Job No. @M 438352 () Main No. 306 Divisiof 3Pp® Line Operations
1. Deseription of Job Heplase 425' of 207 Main 306 - Mile 62.4

2. Design Pressure 504 s Constructicn Type A s Category
(a) Test Pressure: Max imum 15544 Minimam
At low endl = 97 of yield -~
(b) Pipe Size Wall Thickness Pipe Specifications Footage Tested
20" «267 API SLX Gr X860 415
_200 o375 ’ Tt »
e rm—
T e
Total
1 hour

(e¢) Period of Test (Not less than 1 hour after stabilizing of pressure)

(a) Date and time renchRa ﬁt‘_ res 1": P , Fluid used Vater
(b) Date and time te:at"mﬂed 'H_m'ﬁ *< Actual test pressure 15594
e Marvia Loken

Chas Shook

3. Test Data

{c) Name of PGLE Super\riaor conducting test

(d) Who made test? (1) Gas Conatructiun Department

(2) Division

(3) Contractor (Indicate Name)

L.E. E=2590

L, Reference Drawing No.

5. Schematic sketch on reverse side showing section of main tested.

6. Distribution of completed Report.

Retain one copy in Job file.

Send one copy to District Gas Superintendent.

Send two copies to Gas System Design Department. °

Attach one copy to Foreman's Copy of Estimate-Plant Accnunting.

Send one copy to Gas Construction Department (If job is assigned ‘to General
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